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556 FT
Pag 223

556 GT
Pag 224

556

525 HD FT
Pag 187

525 FTT
Pag 188

525 HD FG
Pag 189

525 HD GT
Pag 190

525 HD GT Side indent
Pag 191

525510

510 FT
Pag 170

590 FT
Pag 183

590 FT  One track Belt
Pag 184

590 FTT
Pag 185

590

550 FT
Pag 199

550 FT One track Belt
Pag 200

550 FTT 
Pag 201

550 GT
Pag 204

550 GT Side indent
Pag 205

550 FG
Pag 202

550 FG One track Belt
Pag 203

550

530 FT
Pag 193

530 FTT
Pag 194

530 GT 
Pag 195

530 GT  Side indent
Pag 196

530 LBP
Pag 197

530

228  Transfer plate
Pag 179

228  with Rollers
Pag 179

228  with Bearings
Pag 180

228  with Positioner
Pag 181

228  for Micropitch
Pag 181

228

520 FT
Pag 172

520 FTT
Pag 173

520 FG
Pag 174

520 M
Pag 177

521 FT
Pag 178

520 GT
Pag 175

520 LBP
Pag 176

520/521

552 GT
Pag 220

552 GT Side indent
Pag 221

552 PT
Pag 218

552 PT One track Belt
Pag 219

552 FT
Pag 215

552 FT  One track Belt
Pag 216

552 FTT
Pag 217

552

551 FT
Pag 207

551 FTT
Pag 208

551 GT 
Pag 209

551 GT  Side indent
Pag 210

551 LBP
Pag 211

551 PRO LBP
Pag 212/213

551

and Bearings
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389 Combs
Pag 237

389

500 RR
Pag 236

500

ZERO CONTACT
Pag 234/235

261 M FT
Pag 242

261 M TAB
Pag 243

261

260 M FT
Pag 239

260 M FG
Pag 240

260 TAB
Pag 241

260

600   Heavy duty/ Small radius

Pag 230

600  Standard
Pag 226

600  Heavy duty

600  Small radius
Pag 229

600  with pusher
Pag 232

1047  Heavy duty guide
Pag 232

600

Pag 227

600  Heavy duty
Pag 228with Bearings

600   Heavy duty/ Small radius

Pag 231with Bearings
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510
 Series

510
Pitch 8 mm
H= 6 mm

Imperial Size

510 FT
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Tappeti modulari / Modular belts / Mattenketten

Tappeto Modulare 510 FT, H=6 M=3”
Modular Belt Series 510 FT, H=6 M=3” / Modulare Mattenkette 510 FT, H=6 M=3”510 FT 

CODE STRUCTURE GUIDE
(Example)

5331 01 0012 A

Series *Material Width Version

pg. 464->471pg. 246

Version A - Standard

Series Material Width Version

5331 * 0003 A
5331 * 0006 A
5331 * 0009 A
5331 * 0012 A
5331 * 0015 A
5331 * 0018 A
5331 * 0021 A
5331 * 0024 A

*Material

LFA - Code 01
Low friction Acetal

MX - Code 03
Performance PBT

Max w. load:
Weight:
Temp. range:

Pin material:

3000 N/m
5,8 kg/m2

dry -40÷80 °C
wet -40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range:

Pin material:

2700 N/m
5,5 kg/m2

dry -40÷120 °C
wet -40÷60 °C

POM grey

M=3”

6”

W (inch)

6

R3

8

12”

22

Ø6

Version A -  Standard

510 FT
Im

p
er

ia
l S

iz
e



171171

520/521
 Series520/521

Pitch 12,7 mm
H= 8,7 mm

520 FT
520 FTT
520 FG
520 GT
520 LBP
520 M

521 FT
288 Transfer plate

288 with Rollers

288 with Bearings 

288 with Positioner and Bearings

288 For Micropitch

Imperial Size

Metric Size
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Tappeti modulari / Modular belts / Mattenketten
520 FT

Tappeto Modulare 520 FT, H=8,7 M=85
Modular Belt Series 520 FT, H=8,7 M=85 / Modulare Mattenkette 520 FT, H=8,7 M=85

Version B - With 1 Positioner

Version B - With 1 Positioner

Version A - Standard Version C - With 2 Positioners

Version C - With 2 Positioner

520 FT

Series Material Width Version

5201 * 0085 A
5201 * 0170 A
5201 * 0255 A
5201 * 0340 A
5201 * 0425 A
5201 * 0510 A
5201 * 0595 A
5201 * 0680 A
5201 * 0765 A
5201 * 0850 A
5201 * 0935 A
5201 * 1020 A
5201 * 1105 A
5201 * 1190 A
5201 * 1275 A
5201 * 1360 A
5201 * 1445 A
5201 * 1530 A

Series Material Width Version

5201 * 0085 C
5201 * 0170 C
5201 * 0255 C
5201 * 0340 C
5201 * 0425 C
5201 * 0510 C
5201 * 0595 C
5201 * 0680 C
5201 * 0765 C
5201 * 0850 C
5201 * 0935 C
5201 * 1020 C
5201 * 1105 C
5201 * 1190 C
5201 * 1275 C
5201 * 1360 C
5201 * 1445 C
5201 * 1530 C

Series Material Width Version

5201 * 0085 B
5201 * 0170 B
5201 * 0255 B
5201 * 0340 B
5201 * 0425 B
5201 * 0510 B
5201 * 0595 B
5201 * 0680 B
5201 * 0765 B
5201 * 0850 B
5201 * 0935 B
5201 * 1020 B
5201 * 1105 B
5201 * 1190 B
5201 * 1275 B
5201 * 1360 B
5201 * 1445 B
5201 * 1530 B

M=85
170

W (mm)

8.7 12
.7

R10

63.55
3.4

6

63.55

3.4

6

42.1

Version A -  Standard*Material

LFA - Code 01
Low friction Acetal

PP - Code 02
Polypropylene

MX - Code 03
Performance PBT

DKM - Code 16
Aramide Reinforced Acetal

MWX - Code 17
Polyamide Composite

MPX - Code 25
Lubricated Acetal

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

-40÷80 °C
-40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

17500 N/m
7,5 kg/m2

-40÷120 °C
-40÷60 °C

POM grey

13000 N/m
7,5 kg/m2

4÷80 °C
4÷65 °C

PP blu

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

-40÷80 °C
-40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
8,1 kg/m2

-40÷104 °C
NR

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

-40÷80 °C
-40÷65 °C

PBT white

pg. 464->471pg. 248-249

Backflex radius min.: 10 mmCODE STRUCTURE GUIDE
(Example)

5201 03 0340 C

Series *Material Width Version

M
et

ri
c 

Si
ze
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Tappeti modulari / Modular belts / Mattenketten
520 FTT

R5
0 6

63.55
42.1

3.4

R10

8.7

12
.7

R5
0 6

63.55
42.1
3.4

255
109 170

M=85

R5
0 6

63.55
42.1

3.4

R10

8.7

12
.7

R5
0 6

63.55
42.1
3.4

255
109 170

M=85

R5
0 6

63.55
42.1

3.4

R10

8.7

12
.7

R5
0 6

63.55
42.1
3.4

255
109 170

M=85

Tappeto Modulare 520 FTT, H=8,7 M=85
Modular Belt Series 520 FTT, H=8,7 M=85 / Modulare Mattenkette 520 FTT, H=8,7 M=85

Version C Version CN - Near

Version C

Version CN - Near

Version CO - Opposite

Version CO - Opposite

520 FTT

Series Material Width Version

5206 * 0085 C

Series Material Width Version

5206 * 0170 CN
5206 * 0255 CN

Series Material Width Version

5206 * 0170 CO
5206 * 0255 CO

pg. 464->471pg. 248-249

Backflex radius min.: 10 mmCODE STRUCTURE GUIDE
(Example)

5206 01 0170 CN

Series *Material Width Version

M
et

ri
c 

Si
ze

*Material

LFA - Code 01
Low friction Acetal

PP - Code 02
Polypropylene

MX - Code 03
Performance PBT

DKM - Code 16
Aramide Reinforced Acetal

MWX - Code 17
Polyamide Composite

MPX - Code 25
Lubricated Acetal

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

 -40÷80 °C
-40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

17500 N/m
7,5 kg/m2

-40÷120 °C
40÷60 °C
POM grey

13000 N/m
7,5 kg/m2

4÷80 °C
4÷65 °C

PP blu

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

-40÷80 °C
-40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

-40÷104 °C
NR

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

 -40÷80 °C
-40÷65 °C

PBT white



174

Ta
pp

et
i m

od
ul

ar
i /

 M
od

ul
ar

 b
el

ts
 /

 M
at

te
nk

et
te

n

174

Tappeti modulari / Modular belts / Mattenketten

                                                                       Tappeto Modulare 520 FG, H=8,7 M=85
Modular Belt Series 520 FG, H=8,7 M=85 / Modulare Mattenkette 520 FG, H=8,7 M=85

Version B - With 1 PositionerVersion A - Standard Version C - With 2 Positioners

520 FG 

Series Material Width Version

5202 * 0085 A
5202 * 0170 A
5202 * 0255 A
5202 * 0340 A
5202 * 0425 A
5202 * 0510 A
5202 * 0595 A
5202 * 0680 A
5202 * 0765 A
5202 * 0850 A
5202 * 0935 A
5202 * 1020 A
5202 * 1105 A
5202 * 1190 A
5202 * 1275 A
5202 * 1360 A
5202 * 1445 A
5202 * 1530 A

Series Material Width Version

5202 * 0085 C
5202 * 0170 C
5202 * 0255 C
5202 * 0340 C
5202 * 0425 C
5202 * 0510 C
5202 * 0595 C
5202 * 0680 C
5202 * 0765 C
5202 * 0850 C
5202 * 0935 C
5202 * 1020 C
5202 * 1105 C
5202 * 1190 C
5202 * 1275 C
5202 * 1360 C
5202 * 1445 C
5202 * 1530 C

Series Material Width Version

5202 * 0085 B
5202 * 0170 B
5202 * 0255 B
5202 * 0340 B
5202 * 0425 B
5202 * 0510 B
5202 * 0595 B
5202 * 0680 B
5202 * 0765 B
5202 * 0850 B
5202 * 0935 B
5202 * 1020 B
5202 * 1105 B
5202 * 1190 B
5202 * 1275 B
5202 * 1360 B
5202 * 1445 B
5202 * 1530 B

M=85

170

W (mm)

8.7

12
.7

R10

6

3.463.55

6

3.4

63.55
42.1

Version B - With 1 Positioner Version C - With 2 Positioner

Version A -  Standard

Open Surface 25%

Backflex radius min.: 10 mmCODE STRUCTURE GUIDE
(Example)

5202 01 0765 A

Series *Material Width Version

520 FG
M

et
ri

c 
Si

ze

pg. 464->471pg. 248-249

*Material

LFA - Code 01
Low friction Acetal

PP - Code 02
Polypropylene

MX - Code 03
Performance PBT

DKM - Code 16
Aramide Reinforced Acetal

MWX - Code 17
Polyamide Composite

MPX - Code 25
Lubricated Acetal

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,5 kg/m2

-40÷80 °C
-40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

17500 N/m
7,2 kg/m2

-40÷120 °C
 -40÷60 °C

POM grey

13000 N/m
7,5 kg/m2

4÷80 °C
4÷65 °C

PP blu

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,5 kg/m2

 -40÷80 °C
 -40÷65 °C

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,8 kg/m2

 -40÷104 °C
NR

PBT white

Max w. load:
Weight:
Temp. range dry:
Temp. range wet:
Pin material:

21500 N/m
7,5 kg/m2

 -40÷80 °C
-40÷65 °C

PBT white








